
We have the perfect solution for you...

Is it time for a new gas 
or oil boiler?By Appointment to 

Her Majesty the Queen
Boiler Manufacturers & Engineers

Hoval Limited, Newark



UltraGas® (15, 27, 35, 50)  
Perfect for homes and small commercial installations
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easy to clean and can be replaced quickly 
and economically in the unlikely event of a 
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assembly can be conveniently pivoted out 
for maintenance

UltraOil® (16, 25, 35, 50)
Perfect for oil heating system replacements in homes and small commercial 
installations

To simplify burner monitoring and 
maintenance, the entire burner carrier 
can be conveniently pivoted out of 
the UltraOil® (16-50) unit
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pressure sensor

Technical data (15) (27) (35) (50)

Heat output range at 40/30 °C with natural gas kW 3.3 - 15.5 5.0 - 27.2 5.8 - 35.7 8.3 - 50.1
Heat output range at 80/60 °C with natural gas kW 3.0 - 14.0 4.5 - 24.5 5.2 - 32.2 7.5 - 45.2
Heat output range at 40/30 °C with liquid gas kW 5.0 - 15.3 7.3 - 27.0 7.7 - 35.7 10.9 - 50.5
Heat output range at 80/60 °C with liquid gas kW 4.5 - 13.8 6.6 - 24.3 6.9 - 32.2 9.9 - 45.5
Boiler efficiency 100% at 80/60 °C % net 97.5 97.9 97.9 98.0
Boiler efficiency 30% at 50/30 °C % net 107.9 108.0 108.1 108.1
NOx emissions mg/kWh <40
Maximum working temperature °C 85
Maximum operating pressure bar 3
Boiler water content litres 57 51 81 75
Dry boiler weight (including casing and burner) kg 131 143 161 174
Dimensions W / H / D mm 520 / 1400 / 820 520 / 1640 / 820

For detailed technical information please refer to separate brochure                                                                                                subject to modification

Technical data (16) (25) (35) (50)

Heat output range at 40/30 °C kW 12.0 - 16.0 16.0 - 25.0 22.0 - 35.0 30.0 - 50.0

Heat output range at 80/60 °C kW 11.0 - 15.0 15.0 - 24.0 21.0 - 33.0 28.0 - 48.0

Boiler efficiency 100% at 80/60 °C  % 98.3 98.2 98.5 98.7

Boiler efficiency 100% at 40/30 °C % 103.5 103.8 103.6 103.5

Maximum working temperature °C 90

Maximum operating pressure bar 3

Boiler water content litres 66 68 65 115

Dry boiler weight (including casing and burner) kg 140 157 164 276

Dimensions W / H / D mm 520/1575/820 520/1715/820 675/1715/990

For detailed technical information please refer to separate brochure Subject to modification



UltraOil® & UltraGas®

The Benefits

UltraGas®

The UltraGas® condensing boiler featuring our patented aluFer® 
heat exchanger delivers market-leading efficiency. 

UltraGas® (15, 27, 35 and 50) is suitable for homes and small 
commercial installations. 

UltraOil® 
The UltraOil® condensing boiler featuring our patented aluFer® 
heat exchanger and two-stage burner delivers market-leading 
efficiency.
UltraOil® (16, 25, 35 and 50) is ideal for oil heating system 
replacement in homes and small commercial installations.

Very low NOx emissions

Very low sulphur emissions

Up to 108% net efficiency

Suitable for both natural gas and liquid gas

Suitable to use only with ultra low Sulphur oil

Sleek styling with sophisticated TopTronic®E controls

Easy to use TopTronic®E controls

Up to 103% net efficiency

Condensing
Gas Boiler

Condensing
Oil Boiler
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ErP labelling for Space 
heaters, Combi 

heaters, Boilers and 
Energy Buffers in order 

to aid in Energy 
Efficiency and 

Resource 
Conservation

Gas and Oil: using the Earth’s resources in the most 
responsible way

At Hoval we are passionate about developing heating technologies to 
save our customers money and reduce harmful emissions. This is 
why we developed the UltraGas® and UltraOil® boilers(1). These boilers 
benefit from the super efficient aluFer® heat exchanger that was 
developed in our Swiss R&D laboratories and now have been installed 
in thousands of locations around the world. In the UK many well 
known landmark buildings are heated by these boilers(2). 

These sophisticated floor standing boilers benefit from having a large
internal water capacity which means they can operate with fewer 
costly stops and starts unlike many wall-hung boilers. Just like any 
premium piece of equipment this means that they are more reliable 
than cheaper equivalents. After all, when you install your boiler you 
simply want it to run without any problems and to burn as little fuel as 
possible to keep your home nice and warm. 

Not only that, we take pride in how our boilers look. That’s why we 
take care to style our UltraGas® and UltraOil® boilers to make them 
look as good on the outside as they are on the inside.  
 
The complete UltraGas® range extends from 15 kW to 2000 kW and the 
UltraOil® from 16 to 600 kW. Both UltraGas® and UltraOil® boilers feature 
the same easy to use and sophisticated TopTronic®E control system. 

Remote access via Smartphone, tablet and PC is available Allowing 
you to monitor your energy usage, adjust your preferences, and even 
adjust the boiler output based on automatic weather updates(3)

 

cooled 
exhaust

additional 
heat gains

hot 
exhaust

Condensation technology

(1) Also available are wood pellet burning BioLyt and STU boilers and a wide range of other heating and hot  
   water technologies. Please visit www.hoval.co.uk for further details. 
(2) Please see our Great British Heating brochure for more details.
(3) Optional Gateway module required to facilitate online access.

Super efficient aluFer® heat exchanger

How a condensing boiler works 

Easy to use TopTronic®E controls



An expert partner

Along with our local partners we help our customers to select innovative solutions such as heat
pumps, biomass boilers, solar thermal panels, CHP engines as well as gas and oil boilers.

We have a national network of installers and service engineers who will help ensure you get the
best out of your equipment.

Responsibility for energy and environment

Hoval Ltd
Northgate
Newark-on-Trent
Nottinghamshire
NG24 1JN
United Kingdom 

Phone  01636 672 711
Fax       01636 673 532
email    boilersales@hoval.co.uk
www.hoval.co.uk N
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